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PORT OF TOLEDO

FORMER FRED WAHL DRYDOCK
SEDIMENT DREDGING PROJECT

PROPERTY L \TION: PROPERTY DESCRIPTION:

1000 NW ALTREE LANE TAX LOT 0601 (LIGOLN COLNTY TAX MAP 11a10w1Ba)
TOLEDD, OREGON LOCATED IN SECTION 18, TOWNSHIP 11 SOUTH RANGE 10 WEST, WILLAMETTE MERIDIAN
LATITUDE: 44°370.68" N LONGITUDE: 123°55'82.34"W TOLDEQ, LINCOLN COUNTY, CREGON

OWNER/DEVELOPER ENGINEERING/SURVEYING FIRM

OWNER/DEVELOPER: PORT OF TOLECO ADVANCED REMEDIATION TECHNOLOGIES, INC
CONTACT: BUD SHOEMAKE CONTACT. LANCE DOWNE, PE, GE

P.O. BOX 428 690 NW 15T AVENUE SUITE 104

TOLEDO, OREGON 97391 CANBY, OREGON 97013

PHONE: 541-336-5207 PHONE: 503-206-2122

FAX: 541-336-5160 FAX: 503-286-4724

ATTENTION EXCAVATORS:

OREQGDN LAW REQUIRES YOU TO FOLLOW RULES ADOPTED BY THE OREGON UTILITY NOTIFICATION CENTER.
THOSE RULES ARE SET FORTH IN CAR 852-001-0010 THROUGH OAR 952-001-0080. YOU MAY CBTAIN COPIES OF
THESE RULES FROM THE CENTER BY CALLING 603-232-1987. IF YOU HAVE ANY QUESTIONS ABOUT THE RULES,
YOU MAY CONTACT THE CENTER. YQU MUST NOTIFY THE CENTER AT LEAST TWO (2) BUSINES DAYS, BEFORE
COMMENCING AN EXCAVATICN. CALL 811 or 1-B00-332-2344

NARRATIVE DESCRIPTICN:

EXISTING SITE CONDITION:
THE SITE IS CURRENTLY DEVELOPED AS A BOAT YARD, ZONED INDUSTRIAL USE.

DEVELOPED CONDITIONS:
A TEMPORARY BERMED DREDGE SEDIMENT CONTAINMENT AREA WILL BE CONSTRUCTED. THE BERMED CONTAINMENT
WILL ALLOW DIRECT VERTICAL DRAINAGE INTO UNDERLYING SOILS FOR THE PURPOSE OF DEWATERING THE DREDGED
SEDIMENTS.

NATURE OF CONSTRUCTION ACTIVITY AND ESTIMATED TIME TABLE:
SITE CONSTRUCTION GRADING & DREDGING: AUGUST - SEFTEMBER 2013
FINAL STABILIZATION: SEPTEMBER - NOVEMBER 2013

TOTAL SITE AREA = 7.45 ACRES
DISTURBED AREA = 0.7 ACRES

SITE SCIL CLASSIFICATION:
GOQUILLE SILT LOAM, 0 TO 1 PERCENT SLOPES , K FACTOR (.32
RECIVEING WATER BODIES:

'YAQUINA RIVER

BMP’s MATRIX

REFER TO DEQ GUIDANCE MANUAL FOR & COMPREHENSIVE LIST OF AVALABLE BMP's

GRADING FINAL | WETWEATHER
CLEARING |EXCAVATION | STABLIZATI ON | (0CT 1-MaY31)

EROSION PREVENTION:
PRESERVE NATURAL VEGETATION X X
MULCHES x| x|
GROUND COVER X
DUST CONTROL
TEMP/PERM SEEDING

OTHER:

THAT INCLUDES

= ALL NSPEGTIONS MUST BE MADE IN ACCORDANGE WITH DEQ 1200-GN PERMIT REQUIREMENTS.
SEDIMENT CONTROL: * INSPECTION LDGE MUST BE KEPT IN AGCORDANCE WITH DEQYS 1200.CN PERMIT REQUIREMENTS.
SEDIMENT FENCING (PERIMEETER) RETAIN A COPY OF THE ESCR AND ALL REVISIONS ON STE AND MAKE IT AVALABLE ON REQUEST

FIBER ROLLS OR WATTLES SEVEN (7) CONSECLTI THE ESCRAT
ThER ANOTHER LOCATION.

PERIONS OF GREATER THAN

[RUN OFF CONTROL:
CONSTRUCTION ENTRANCE
CHECK DAM
FIBER ROLLS OR WATTLES

OTHER:

POLLUTION PREVENTION:
STOCKPILE MGT.
PROPER 51 GNAGE
HAZ WASTE MGT
SPILLKIT ON-SITE

OTHER:

* SIGNIFIES BMP TO INSTALLEL PRIOR TO ANY GROUND DISTURBANCE

RATIONAL STATEMENT:

A COMPREHENS|VE LIST CF AVAILABLE BEST MANAGEMENT PRACTICES (EMP) OPTIONS BASED ON DEQ's
GUIDANCE MANUAL HAS BEEN REVIEWED TO COMPLETE THIS EROSION AND SEDIMENT CONTROL PLAN. SOME
OF THE ABOVE LISTED BMP's WERE NOT CHOSEN BECAUSE THEY WERE DETERMINED TO NOT EFFECTIVELY
MANAGE EROSION PREVENTION AND SEDIMENT CONTROL FOR THIS PROJECT BASED ON THE SPECIFIC SITE
CONDITIONS, INCLUDING SOIL CONDITIONS, TOPOGRAPHIC CONSTRAINTS, ACCESSIBILITY TO THE SITE, AND
OTHER RELATEL: CONDITIONS, AS THE PROJECT PROGRESSES ANL THERE IS A NEED TO REVISE THE ESC
PLAN, AND ACTION FLAN WILL BE SUBMITTED.

INITIAL

THE PERMITTEE IS REQUIRED TO MEET ALL THE CONDITIONS OF THE 1200C PERMIT. THE ECSP AND THE GENERAL
CONDITIONS HAVE BEEN DEVELOPED TQ FACILITATE COMPLIANCE WITH THE 1200C PERMIT REQUIREMENTS. IN CASES OF
DISCREPANCIES OR OMISSIONS, THE 1200C PERMIT REQUIREMENTS SUPERCEDE REQUIREMENTS OF THIS PLAN

TANDARD EROSION AND SEDIMENT GONTROL PLAN DRAWING NOTES:

HOLD A PRE-CONSTRUGTION MEETING OF PROJEGT GONSTRUGTION PERSONNEL THAT INCLUDES THE INSPECTOR TO
DISCUSS EROSION AND SEDIMENT CONTROL MEASURES AND CONSTRUCTION LIMITS. (SCH A.5.b.1.(3))

THE PERMIT REGISTRANT MUST BE RESPONGIBLE FOR FROPER INSTALLATION AND MAINTENANGE OF ALL EROSION
AND SEDIMENT CONTROL MEASURES, IN AGCORDANCE WITH LOCAL, STATE, OR FEDERAL REGULATIONS. (SCHA 5.4
AND SCH A8.3)

BEGIN LAND CLEARING, EXCAVATION, TRENCHING, CUTTING OR GRADING AND EARTHWORK SURFACE ROUGHING
AFTER INSTALLING APPLIGABLE SEDIMENT, EROSION PREVENTION AND RUNOFF CONTROL MEASURES NOT IN THE
DIRECT PATH OF WORK. (SCH A5.blL(5)(a), A.7.6.1.(1), AND A.7.¢.1.(1))

APPLY TEMPORARY AND PERMANENT SOIL STABILIZATION MEASURES ON ALL DISTURBED AREAS AS GRADING
PROGRESSES. (SCH A5.b.1.8)

CONSTRUGTION ACTIVITIES MUST AVOID OR MINIMIZE EXGAVATION AND GREATION OF BARE GROUND FROM QCTOBER
1 THROUGH MAY 31 EACH YEAR. (8CH A7a.l)

DURING WET WEATHER PERIODS TEMPORARY STABILIZATION OF THE SITE MUST OCCUR AT THE END OF EACH WORK
DAY IF RAINFALL IS FORECAST IN THE NEXT 24 HRS. (SCH A 7.a.ll)

ALL EROSION AND SEDIMENT CONTROLS NOT IN THE DIRECT PATH OF WORK MUST BE INSTALLED PRIOR TO ANY LAND
DISTURBANCE. (SCH A.7.c.ll)

PRESERVE EXISTING VEGETATION AND RE-VEGETATE OPEN AREAS WHEN PRACTICABLE BEFORE AND AFTER GRADING
OR CONSTRUCTION. (SCH A7.c.ll.1)

ALL TEMPORARY SEDIMENT CONTROLS MUST REMAIN IN PLAGE UNTIL PERMANENT VEGETATION OR OTHER
PERMANENT COVERING OF EXPOSED EO0IL IS ESTABLISHED. (8CH A.7.¢.iii.3)

. SEDIMENT CONTROLS MUST BE INSTALLED AND MAINTAINED ON ALL DOWN GRADIENT SIDES OF THE CONSTRUCTION
SITE AT ALL TIMES DURING CONSTRUCTION. (SCH A7.d.i(1))

. ALL ACTIVE CATCH BASINS MUST HAVE SEDIMENT CONTROLS INSTALLED AND MAINTAINED AT ALL TIMES DURING
CONSTRUCTION .(SCH A.7.4.i(2))

. WATER-TIGHT TRUCKS MUST BE USED TO TRANSPORT SATURATED SOILS/SEDIMENTS FROM THE CONSTRUCTION SITE,
AN APPROVED EQUIVALENT IS TO DRAIN THE SOIL/SEDIMENTS ON-BITE AT A DESIGNATED LOCATION USING
APPROPRIATE BMP'S; SOIL/SEDIMENTS MUST BE DRAINED SUFFICIENTLY FOR MINIMAL SPILLAGE. (SCH A.7.d.ii.3)

. TEMPORARY STABILIZATION OR COVERING OF SOIL/SEDIMENT STOCKPILES MUST OCCUR AT THE END OF EACH WORK
DAY OR OTHER BMP"s MUST BE IMPLEMENTED TO PREVENT TURBID DISCHARGES TO SURFACE WATERS. (SCH A7.0.ii.2)

. DEVELOP AND MAINTAIN ONSITE A WRITTEN SPILL PREVENTION AND RESPONSE PROCEDURE. (SCH A7.6.L.3)

. ANY USE OF TOXIC OR OTHER HAZARDOUS MATERIALS MUST INCLUDE PROPER STORAGE, APPLICATION, AND
DISPOSAL. (SCH A7 e.iii(2)

. THE PERMITTEE MUST PROPERLY PREVENT AND MANAGE HAZARDOUS WASTE, USED OILS, CONTAMINATED
SOIL/SEDIMENT, CONCRETE WASTE, SANITARY WASTE, LIQUID WASTE, OR OTHER TOXIC SUBSTANCES DISCOVERED OR
GENERATED DURING CONSTRUCTION. (SCH A.7.8.i.1 AND SCH A.7. .4)

. SIGNIFICANT AMOUNTS OF SEDIMENTS WHICH LEAVE THE SITE MUST BE CLEANED UP WITHIN 24 HOURS AND PLACED
BACK ON THE SITE AND STABILIZED OR PROPERLY DISPOSED. THE CAUSE QF THE SEDIMENT RELEASE MUST BE
FOUND AND PREVENTED FOR CAUSING A REOCCURRENCE OF THE DISCHARGED WITHIN THE SAME 24 HOURS. ANY
IN-STREAM CLEAN UP OF SEDIMENTS SHALL BE PERFORMED ACCORDING TO THE OREGON DIVISION OF STATE LANDS
REQUIRED TIME FRAME. (SCH A7.1.1)

. SEDIMENT MUST NOT INTENTIONALLY WASH INTO STORM SEWERS, DRAINAGE WAYS, OR WATER BODIES. DRY
SWEEPING MUST BE USED TO CLEAN UP RELEASED SEDIMENTS. (SCH A.7...2)

. THE APPLICATION RATE OF FERTILIZER USED TO REESTABLISH VEGETATION MUST FOLLOW THE MANUFACTURER'S
RECOMMENDATIONS. NUTRIENT RELEASES FROM FERTILIZERS TO SURFACE WATERS MUST BE MINIMIZED. TIME
RELEASE FERTILIZERS SHOULD BE USED AND CARE SHOULD BE TAKEN IN THE APPLICATION OF FERTILIZERS WITHIN
ANY WATER WAY RIPARIAN ZONE. (SCH A7.£i.3)

. SEDIMENT MUST BE REMOVED FROM BEHIND SEDIMENT FENCE WHEN IT HAS REACHED A HEIGHT OF 1/3 THE HEIGHT
OF THE FENCE ABOVE THE GROUND, AND BEFORE FENCE REMOVAL. (SCH A.7.I1.1)

. SEDIMENT MUST BE REMOVED FROM BEHIND BIO BAGS AND OTHER BARRIERS WHEN IT HAS REACHED A HEIGHT OF
TWO (2) INCHES AND BEFORE BMP REMOVAL. (SCH A.7£ii.2)

. CLEANING OF TRAPPED CATCH BASINS MUST OCCUR WHEN THE SEDIMENT RETENTION GAPACITY HAS BEEN REDUGED
BY FIFTY (50) PERCENT, AND AT THE COMPLETION OF THE PROJECT. (SCH A.7i.3)

. REMOVAL OF TRAPPED SEDIMENT IN THE SEDIMENT BASIN OR SEDIMENT TRAP MUST OCCUR WHEN THE SEDIMENT
RETENTION CAPACITY HAS BEEN REDUCED BY FIFTY (50) PERCENT, AND AT COMPLETION OF THE PROJECT. (SCH
A7{i.384)

DEQ MUST APPROVE OF ANY TREATMENT SYSTEM AND OPERATIONAL PLAN THAT MAY BE NECESSARY TO TREAT
CONTAMINATED CONSTRUCTION DEWATERING OF SEDIMENT AND TURBIDITY IN STORMWATER RUNOFF. (SCH A.7.I)

. SHOULD ALL CONSTRUCTION ACTIVITIES CEASE FOR THIRTY (30) DAYS OR MORE, THE ENTIRE SITE MUST
TEMPORARILY STABILIZED USING VEGETATION OR A HEAVY MULCH LAYER, TEMPORARY SEEDING, OR OTHER METHOD.
(SCHA.B.a)

. SHOULD CONSTRUCTION ACTIVITIES CEASE FOR FIFTEEN (15) DAYS OR MORE ON ANY SIGNIFICANT PORTION OF A
CONSTRUCTION SITE, TEMPORARY STABILIZATION IS REQUIRED FOR THAT PORTION OF THE SITE WITH STRAW,
COMPOST, OR OTHER TACKIFIED COVERING THAT WILL PREVENT SOIL OR WIND EROSION UNTIL WORK RESUMES ON
THAT PORTION OF THE SITE. (SCH A8.b)

. BMP's MUST BE INSPECTED BEFORE, DURING, AND AFTER SIGNIFIGANT STORM EVENTS. (SCH A7.0)

. ALL ESCP CONTROLS AND PRACTICE MUST BE INSPECTED VISUALLY ONCE TO ENSURE THAT BMP's ARE IN WORKING
ORDER PRIOR TO THE SITE BECOMING INACTIVE OR IN ANTICIPATION OF SITE INACCESSIBILITY AND MUST BE
INSPECTED VISUALLY ONCE EVERY TWO (2) WEEKS DURING INACTIVE PERIODS GREATER THAN SEVEN (7)
CONSECUTIVE CALENDAR DAYS. (SCH B.1.b.{2)-(3))

. IF PRACTICAL, INSPECTIONS MUST OCCUR DAILY AT A RELEVANT AND ACCESSIBLE DISCHARGE POINT OR
DOWNSTREAM LOCATION DURING PERIODS WHICH THE SITE IS INACCESSIBLE DUE TO INCLEMENT WEATHER. (SCH
B.1.b.(4))

PERMITTEE'S SITE INSPECTOR:

'COMPANY/AGENCY: ADVANCED REMEDIATION TECHNOLOGIES, INC. - LANCE DOWNS, PE, GE
PHONE: 503-266-2122

EXPERINCE/CERTIFICATON:

MR. DOWNS HAS OVER 20 YEARS EXPERIENCE IN THE DESIGN AND IMPLEMENTATION OF
EROSION CONTROL PLANS. MR DOWNS HAS OVER 30 YEARS CONSTRUCTION EXPERIENCE

RENEWAL: 12/31/2013

SHEET INDEX

Cl COVER SHEET
C2 CONTAINMENT BERM PLAN & SECTION
C3 EROSION CONTROL DETAIL

Know what's helow.

Gall before you dig.

REVIEWING AGENCY
OREGON DEQ

DATE

08/15/12

REVISION INFORMATION

MILESTONE

1200-C

"PARTNERS IN SERVICE"

(503) 266—4724

(503) 266—2122 fax

690 NW 1ST AVE, STE 104 CANBY, OREGON 97013

PHONE:
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SPACING FOR CHECK DAMS

8INCH 12 INCH 18INCH

NOT ALLOWED 16FTOC. 26FTO.C.

NOT ALLOWFD 20 FT 30 FT

NOT ALLOWED 26FT 40FT

15 FT 33FT 50 FT

25FT SOFT 80 FT

BARRIER SPACING FOR GENERAL APPLICATION

INSTALL PARALLEL ALONG CONTOURS AS FOLLOWS

% SLOPE SLOPE

MAXIMUM SPACING ON SLOPE

10% OR FLATTER 10:1 OR FLATTER 300 FT

>10% OR <15% >10:1 OR <7.5:1 150 FT

>15% OR <20% >7.5:1 OR <51 100 FT

>20% OR <30% >5:1 OR <3.5:1 50 FT

>30% OR <50% >3.5:1 OR <21 25FT

BIO-FILTER CHECK DAM DETAILS

Scale: NTS

GENERAL NOTES:

. THESE NOTES CONTAIN GENERAL INFORMATION, CONTRACTOR SHALL VERIFY INFORMATION

GIVEN HERE WITH SPECIFICATIONS AND OTHER DOCUMENTS AND BRING ANY CONFLICTS TO THE
ATTENTION OF THE ENGINEER BEFORE BEGINNING AFFECTED WORK.

. ALL DIMENSIONS AND DETAILS SHALL BE VERIFIED BY FIELD MEASUREMENTS BY THE

CONTRACTOR PRIOR TO FABRICATION AND CONSTRUCGTION.

. ATTENTION: OREGON LAW REQUIRES COMPLIANCE WITH THE RULES ADOPTED BY THE OREGON

UTILITY NOTIFICATION CENTER. THOSE RULES ARE SET FORTH IN OAR 952-001-0090. YOU MAY
OBTAIN COPIES OF THE RULES BY CALLING THE CENTER (NOTE: THE TELEPHONE NUMBER FOR
THE OREGON UTILITY NOTIFICATION CENTER IS (503)232-1987. EXCAVATORS MUST NOTIFY ALL
PERTINENT COMPANIES OR AGENCIES WITH UNDERGRQUND UTILITIES IN THE PROJECT AREA AT
LEAST 48 BUSINESS-DAY HOURS, BUT NOT MORE THAN 10 BUSINESS DAYS PRIOR TO
COMMENCING AN EXCAVATION, SO UTILITIES MAY BE ACCURATELY LOCATED.

. UTILITIES SHOWN ON THIS DRAWING DO NOT REPRESENT ALL UTILITIES IN THIS AREA. FORA
COMPLETE REPRESENTATION OF ALL KNOWN UTILITIES IN THIS AREA, CONTACT THE PORT OF
TOLEDO.

. THE LOCATION OF EXISTING UNDERGROUND UTILITIES SHOWN ON THE PLANS ARE FOR

INFORMATION ONLY AND ARE NOT GUARANTEED TO BE COMPLETE OR ACCURATE. CONTRACTOR
SHALL VERIFY ELEVATIONS. PIPE SIZE, AND MATERIAL TYPES OF ALL UNDERGROUND UTILITIES
PRIOR TO COMMENCING WITH CONSTRUCTION AND SHALL BRING ANY DISCREPANCIES TO THE
ATTENTION OF THE ENGINEER, 72 HOURS PRIOR TO START OF CONSTRUCTION TO FREVENT
GRADE AND ALIGNMENT CONFLICTS.

. THE ENGINEER AND PORT OF TOLEDO ARE NOT RESPONSIBLE FOR JOB SITE SAFETY. ALL O.S.HA.

REGULATIONS SHALL BE STRICTLY ADHERED TO IN THE PERFORMANCE OF THE WORK.

. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ALL ROADWAYS. KEEPING THEM CLEAN

AND FREE OF CONSTRUCTION MATERIALS AND DEBRIS, AND PROVIDING DUST CONTROL AS
REQUIRED.

. CONTRACTOR SHALL MAINTAIN ALL UTILITIES TO THE PORT OF TOLEDO AS REQUIRED BY THE
PORT TO MAINTAIN OPERATIONS.

. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING AND SCHEDULING ALL WORK

WITH THE PORT OF TOLEDO.

. A PRE-CONSTRUCTION MEETING WITH THE PORT, THE PORT'S ENGINEER AND CONTRACTOR
REPRESENTATIVE SHALL BE REQUIRED PRIOR TO SCHEDULING ANY WORK.

.THE ENGINEER HAS NOT BEEN RETAINED OR COMPENSATED TO PROVIDE DESIGN AND
CONSTRUCTION REVIEW SERVICES RELATING TO THE CONTRACTQOR'S SAFETY PRECAUTIONS OR
TO MEANS, METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES REQUIRED FOR CONTRACTOR
TO PERFORM HIS/HER WORK.

PRE-CONSTRUCTICN, CLEARING, AND DEMOLITION NOTES:

1. ALL BASE ESC MEASURES (INLET PROTECTION.
PERIMETER SEDIMENT CONTROL, GRAVEL CONSTRUCTION

APPROVED IN AN INITIAL INSPECTION, PRIORTO
COMMENCEMENT OF CONSTRUCTION ACTIVITIES.

2. SEDIMENT BARRIERS APPROVED FOR USE INCLUDE
SEDIMENT FENCE, BERMS CONSTRUCTED CUT OF MULCH

WATTLES, OR OTHER APPROVED MATERIALS.

3. SENSITIVE RESCURCES INCLUDING, BUT NOT LIMITED TO,
TREES, WETLANDS, AND RIPARIAN PROTECTION AREAS
SHALL BE CLEARLY DELINEATED WITH ORANGE
CONSTRUGTION FENCING CR CHAIN LINK FENCING IN A
MANNER THAT IS CLEARLY VISIBLE TO ANYONE IN THE AREA.
NO ACTIVITIES ARE PERMITTED TO OCCUR BEYOND THE
CONSTRUGCTION BARRIER.

4. CCNSTRUCTION ENTRANCES SHALL BE INSTALLED AT THE
BEGINNING OF CONSTRUCTION AND MAINTAINED FOR THE
DURATION OF THE PROJECT. ADDITIONAL MEASURES
INCLUDING, BUT NOT LIMITED TO, STREET SWEEPING, AND
VACUUMING, MAY BE REQUIRED

PT CLEAN FOR THE DURATION CF THE
PROJECT.

5. RUN-ON AND RUN-OFF CONTROLS SHALL BE IN PLACE AND
FUNCTIONING PRIOR TO BEGINNING SUBSTANTIAL
CONSTRUCTION ACTIVITIES. RUN-ON AND RUN-CFF

CONTROL MEASURES INCLUDE: SLOPE DRAINS (WITH
OUTLET PROTECTION !:I CHECK "

=

FRONT VIEW
[

< : ) SEDIMENT FENCING DETAILS
Scale: NTS

THE FILTER F/ L ROLL CUT TO THE LENGTH OF JOINTS. WHEN JOINTS FILTER CLOTH
SHALL BE SPLICED TOGETHER ONLY AT A SUPPORT ROST, WITH MINIMUM 8-INCHH OVERLAP AND BOTH ENDS SECURELY FASTENED TO THE POST OR OVERLAR 252" POSTS AND
ATTACH AS SHOWN.

‘STANDARD NOTES FOR SEDIMENT FENGES:

‘THE FILTER FABRIC FNCE SHALL BE INSTALLED TO FOLLOW THE CONTOURS. THE FENCE POSTS SHALL BE SPACED A APART. Y INTO THE
GROUND A MINIMUM OF 24 INCHES

‘THE FILTER FABRIC SHALL HAVE A MINIMUM VERTICAL BURIAL OF @ INCHES. ALL EXGAVATED MATERIAL FROM THE FILTER FABRIC INSTALLATION, SHALL BE BACKFILLED AND
P4 AL

DUTY FiLT L HAVE
SIDE OF THE SLOPED AREA.

POST INSTALLATION, BE INSTALLED ON THE UP HILL
FILTER FABRIC FENCES SHALL BE REMOVED WHEN THEY HAVE SERVED THEIR USEFUL PURROSE, BUT NOT BEFORE THE UPSLOPE AREA HAS BEEN PERMANENTLY PROTECTED AND
STABLIZED.

FILTER SHALL BE IMMEDIATLEY.
SHALL BE MADE IMMEDIATELY.

AND AT LEAST DAILY L. ANY REQUIRED REPARIS

PLAGE WATILES ALONG 5LOPE GONTOURS.
PROFILE

A
LAN

P VEW

( : ) WATTLE DETAILS
Scale: NTS

TAKNG SPACNG 4'0.C.

BARRIER REQUIRED @ TOE OF SLOPE.

( ) STOCKPILE MANAGEMENT
Scale: NTS
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BASE MAP: USGS 7.5' QUADS, TOLEDO NORTH & TOLEDO SOUTH (1984), OREGON
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365088

BATHYMETRY SURVEY COMPLETED BY ART ON AUGUST 10, 2011
HORIZONTAL: NAD83, STATE PLANE OREGON NORTH, US SURVEY FEET
SOUNDINGS & ELEV. ARE IN FEET AND REFER TO NAVD 88

48

L

~— TRUCK TRANSFER ROUTE

s

#

FLOATING DRYDOCK

0+81.80
NORTHING:365083.7267
EASTING:7304530.1204

1+08.22
NORTHING:365026.0508
EASTING:7304503.0350

1+20.06
NORTHING:364975.4216
EASTING:7304468.2684

1+30.30
NORTHING:364905.4574
EASTING:7304403.0784

1+15.97
NORTHING:364898.3308
EASTING:7304361.1881

0+52.22
NORTHING:364881.4948
EASTING:7304280.1350

1.

GENERAL NCTES:

THESE NOTES CONTAIN GENERAL INFOCRMATICON. CONTRAGCTOR SHALL VERIFY INFORMATION
GIVEN HERE WITH SPECIFICATIONS AND OTHER DOCUMENTS AND BRING ANY CONFLICTS TO THE
ATTENTION OF THE ENGINEER BEFORE BEGINNING AFFECTED WORK.

. ALL DIMENSIONS AND DETAILS SHALL BE VERIFIED BY FIELD MEASUREMENTS BY THE

CONTRACTOR PRIOR TO FABRICATION AND CONSTRUCTION.

. ATTENTION: OREGON LAW REQUIRES COMPLIANCE WITH THE RULES ADOPTED BY THE OREGON

UTILITY NOTIFICATION CENTER, THOSE RULES ARE SET FORTH IN OAR 852-001-0080. YOU MAY
OBTAIN COPIES OF THE RULES BY CALLING THE CENTER {(NOTE: THE TELEPHONE NUMBER FCR
THE OREGON UTILITY NOTIFICATION CENTER IS (502)232-1987. EXCAVATORS MUST NOTIFY ALL
PERTINENT COMPANIES OR AGENCIES WITH UNDERGROUND UTILITIES IN THE PROJECT AREA AT
LEAST 48 BUSINESS-DAY HOURS, BUT NOT MORE THAN 10 BUSINESS DAYS PRIOR TO
COMMENCING AN EXCAVATION, SO UTILITIES MAY BE ACCURATELY LOCATED.

. UTILITIES SHOWN ON THIS DRAWING DO NOT REPRESENT ALL UTILITIES IN THIS AREA. FOR A

COMPLETE REFRESENTATION OF ALL KNOWN UTILITIES IN THIS AREA, CONTACT THE PORT OF
TOLEDQ.

. THE LOCATION OF EXISTING UNDERGROUND UTILITIES SHOWN ON THE PLANS ARE FOR

INFORMATION ONLY AND ARE NOT GUARANTEED TO BE COMPLETE OR ACCURATE. CONTRACTOR
SHALL VERIFY ELEVATIONS. PIPE 8IZE, AND MATERIAL TYPES OF ALL UNDERGROUND UTILITIES
PRICR TO COMMENCING WITH CONSTRUCTION AND SHALL BRING ANY DISCREPANCIES TO THE
ATTENTION OF THE ENGINEER, 72 HOURS PRIOR TO START OF CONSTRUCTION TO PREVENT
GRADE AND ALIGNMENT CONFLICTS.

. THE ENGINEER AND PORT OF TOLEDQ ARE NOT RESPONSIBLE FOR JOB SITE SAFETY. ALL O.5.HA.

REGULATIONS SHALL BE STRICTLY ADHERED TO IN THE PERFORMANCE OF THE WORK.

. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING ALL ROADWAYS, KEEPING THEM CLEAN

AND FREE OF CONSTRUCTION MATERIALS AND DEBRIS, AND PROVIDING DUST CONTROL AS
REQUIRED.

. CONTRACTOR SHALL MAINTAIN ALL UTILITIES TO THE PCRT OF TOLEDC AS REQUIRED BY THE

PORT TO MAINTAIN OPERATIONS.

. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING AND SCHEDULING ALL WORK

WITH THE FORT OF TOLEDO.

. A PRE-CONSTRUCTION MEETING WITH THE PORT, THE PORT'S ENGINEER AND CONTRACTOR,

REPRESENTATIVE SHALL BE REQUIRED PRIOR TO SCHEDULING ANY WORK.

. THE ENGINEER HAS NOT BEEN RETAINED OR COMPENSATED TO PROVIDE DESIGN AND

CONSTRUCTION REVIEW SERVICES RELATING TO THE CONTRACTOR'S SAFETY PRECAUTIONS OR
TO MEANS, METHODS, TECHNIQUES, SEQUENCES OR PROCEDURES REQUIRED FOR CONTRACTOR
TC PERFORM HIS/HER WORK,

EXPLANATION:

SEDIMENT SURFACE BATHYMETERY

DREGDE PRISM LIMITS (~2,991 yd®)

LIDAR CONTOURS GROUND SURFACE
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FORMER FRED WAHL DRYDOCK

PORT OF TOLEDO

Co.

690 NW _1ST AVE, STE 104, CANBY, OREGON 97013

ies

Technolog
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PLANVIEW DREDGE AREA, FIGURE 2




NOTE:

NEW SURFACE MATERIAL (NSM)ELEVATION WILL BE WEATHERED SILTSTONE SURFACE.
SILTSTONE SURFACE EXTRAPOLATED FROM VIBRACORE SAMPLE LOCATIONS, SILTSTONE DEPTH MAY

VARY. DREDGE PRISM APPEARS TO BE .BELOW SUB-TIDAL ZONE

- CUT SECTION (SEDIMENT TO BE DREDGED)

APPROXIMATE ELEV. OF WEATHERED SILTSONE

DREDGE Alignment - (1) PROFILE

uoneAs|g

uoneAs|g

-0+50 O+

p0 . 1+F40n

g

MHHW
MLW

.10_37\ :
-20

!

& MLLW
10

!

20

:

.

0+

DREDGE Alignment - (2) PROFILE
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DREDGE Alignment - (4) PROFILE
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VERTICAL DATUM CONVERSION

MEAN HIGHER HIGH WATER (MHHW):

MEAN HIGH WATER (MHW):
MEAN LOW WATER (MLW):
MEAN LOWER LOW WATER (MLLW)

STATION ID: 9435362

MLLW (FT)

8.83
8.15
1.27
0.00

NGVD 88 (FT)

9.63
8.95
2.07
0.80

DREDGE Alignment - (5) PROFILE
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FRED WAHL SEDIMENT CLEANUP
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